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Tests
↗ VISUAL AND DIMENSIONAL INSPECTION
↗ FLATTENING TEST
↗ CHEMICAL ANALYSIS
↗ OFFLINE EDDY CURRENT TEST
↗ BENDING TEST
↗ TENSILE, YIELD AND ELONGATION TEST
↗ GROOVING TEST
↗ HYDROSTATIC TEST

Finishing
↗ PLAIN-END CHAMFERED
↗ BLACK / GALVANISED
↗ MILL PROTECTIVE OIL COATING
↗ PRIMER COATING
↗ BLACK VARNISH
↗ EPOXY COATING

ASTM A53
CIRCULAR ERW WELDED HOLLOW SECTIONS

®

PIONEERS OF THE STEEL PIPE INDUSTRY

Outside Diameter

Materials Production Standards

Length
21.3 MM - 114.3 MM

HRC DD11, S235, S275, S355

ACCORDING to ASTM A53- SCHEDULE 40

ASTM A53 - SCHEDULE 40

4.00 M - 9.00 M
Wall Thickness

The wall thickness tolerance and hydrostatic test pressure is according to ASTM/A53 schedule 40

Size In Inch Outside Diameter in mm Wall Thickness in mm
0.5 21.3 2.77

0.75 26.7 2.87
1 33.4 3.38

1.25 42.2 3.56
1.5 48.3 3.68
2 60.3 3.91

2.5 73 5.16
3 88.9 5.49
4 114.3 6.02


